GLOBAL VENDING 



TECHNICAL INFORMATION 



Machine 
Type 



All Necta drink 
machines 



Model 



All Espresso Versions only 



T.I. Number: 



Date: March 2005 



Part numbers 



Approved 
By Italy 



Subject 



Espresso system maintenance requirements 



ISSUED FOR CUSTOMER 



ACTION 



INFORMATION 



SCHEDULED MAINTENANCE 



Frequency of Operation 



Weekly 
10,000 vends 

20,000 vends 
50,000 vends 



Clean coffee unit, remove and rinse 

Clean or replace the lower filter, and clean the upper filter. 
Replace seal. 

Replace the lower filter and the upper filter. 

Replace seal. 

Clean coffee doser unit. 

Replace grinder wheels. 

Clean grinder motor to remove dust from brush wear. 
Replace the lower filter and the upper filter. 
Replace seal. 

Clean and overhaul coffee doser unit. 

Completely disassemble coffee unit, general cleaning. 

Lubricate (silicone grease) internal moving elements: springs, dose 

removal rods, gasket etc. 

Clean and if necessary descale the drip hole 



CLEANING THE COFFEE UNIT 

Maintenance of the coffee unit is carried out as follows: 

- remove the hose connection from the upper piston, paying attention not to lose the seal 

- undo the knob securing the unit to the bracket 

- remove the coffee unit 
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Removing the upper filter 

- Take the snap ring out of its seat; (1 ) 

- remove the piston from the crosspiece; (3) 

- remove the filter and the piston seal. (2) 




Removing the lower filter 

- Loosen screws A and B enough to release the coffee funnel (see figure) 

- remove the lower piston snap ring 

- take the piston from out of brew chamber and remove the filter 

Soak all components removed from the unit in a solution of boiling hot water and coffee 
machine de tannin solution for approx. 20 minutes. 
Thoroughly rinse and dry all parts, then 
reinstall them in the reverse order of disassembly. 



1 - Coffee funnel 

2 - Boiler connecting hose 

3 - Unit securing knob 

4 - Upper piston snap ring 

5 - Lower piston snap ring 

6 - Reference notches 

7 - Ratio motor handle pin 
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